
Especificación

Standar Unit
(Minimum Value)

Standar Unit

Test Method

Composición

Phisical Properties

Measures

COLOR

FEATURES

SUGGESTION

LIFETIME AND STORAGE

MPORTANT NOTICE: The technical properties stated in the typical values and are not specifications, our suggestions for use are based on the tests that we believe are reliable. However, the buyer must perform their tests 
to determine the suitability of the product for internal use. The information presented in this document does not represent a guarantee.

For more information: Costumer service: +52 (55) 5488-5180 // e-mail: ventasntk@navitek.com.mx // www.navitek.com.mx          NavitekCintas

Metric Unit 
(Minimum Value)

Metric Unit

Bubble 
Diameter: 9.5 mm

Bubble 
Height: 4.8 mm

Clear

Technical Data Sheet
BURBUTEK’s Bubble Wrap

3/16”

It is an extruded film of Low Density Polyethylene with 
high-strength air bubbles.
Provides greater mechanical protection to the product, reduces 
damage by handling and transportation, flexible and versatile, 
moisture resistant, recyclable, and CFC free.

Various packaging. The air bubble film “Burbutek” is Useful for 
cushion, wrapping and protecting any type of product. Excellent 
for use in a wide variety of industries: automotive, furniture, 
sports, agricultural, medical, appliances, etc.

Material 
Thermal Additives

Anti-Blockers
CFC

Low Density Polyethylene
0
0
0

Bubble Diameter 9.5 mm
4.8 mm 

0.37 inch
0.19 inch

PPP-C-795D
PPP-C-795DBubble Height

Width 40 cm , 60 cm

5, 10 , 20 m 196.8/ 393.7 / 787.4 inches

15.7 inch / 23.6 inch

Length

The lifetime of this product is 4 months and is based on recom-
mended storage conditions. The suitable conditions for storage 
are: 69.8 °F and 51% of relative humidity. The following sugges-
tions are made to store this film of Bubble until the moment of its 
use:
Keep the bubble film in its original packaging away from sources 
of heat or direct sunlight, avoid depositing the rolls on the floor, 
since the cold and humidity could, over time affect its perfor-
mance, do not store the rolls horizontally. We recommend 
rotating the stock in the practice of “first in, first out “.
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